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Thank you for choosing Skuttle!
As the third generation of my family to manage
Skuttle Indoor Air Quality Products, I am pleased
that you have chosen to sell our products.
We pride ourselves on outstanding quality,
performance and customer service and have
done so for over 100 years.

Davis Powers, President & CEO

product was an

In 1917… in a small shop in Detroit,
Michigan, John L. Skuttle began
to pioneer plumbed, centralsystem humidification for
residential applications. Skuttle
Manufacturing Company’s first

automatic-fill valve to monitor
water flow into coal furnace humidifiers. Throughout
the 1920s and early 30s, Mr. Skuttle continued to invent
humidification and plumbing related products—many of
them for in-home use.
In 1935, Skuttle Manufacturing was purchased by Milton Powers,
chief engineer of Timken Furnace Company. Although Mr. Powers
remained in his position with Timken, Skuttle began to grow
significantly under his leadership and the on site supervision of general
managers. Product innovation and a commitment to finding a niche within
a rapidly expanding HVAC industry helped make Skuttle a familiar, trusted
name among wholesalers, contractors and homeowners alike.
In the decades that followed, Skuttle would produce such popular residential
IAQ products as the Models 45, 90 and 190 Drum Humidifiers, Air Cleaners,
Model 60-Series Steam Humidifiers, and Model 2000-Series Flow-Thru
Humidifiers — all industry leaders today.
Today, Skuttle’s mission is to make the finest American made humidifiers,
air cleaners, UV lights and ventilation controls….everything that makes
your home more comfortable and the air you breathe healthier.
Sincerely,
Davis Powers, CEO

skuttle.com • 888-SKUTTLE • customerservice@skuttle.com
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Select the Right High-Efficiency IAQ Products
As manufacturers, we design and build several types and styles of IAQ products so that HVAC
pros always have the best options to offer our customers. Preferred types and models will vary
by region, by contractor, and by homeowner. However, these descriptions and guidelines will
apply in almost any application.

Steam

Ideal when indoor
humidity must be
maintained at a nearconstant level to protect
health, reduce static
electricity and/or retain
appropriate moisture
levels.

Bypass Drum

Low-cost drum units
help conserve natural
resources and money,
while delivering
efficient whole-house
humidification through a
forced air system.
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Flow Through

For durability, minimal
maintenance and
performance, costefficient flow-thru
humidifiers come with
a Skuttle manually
adjustable humidistat
control unit.

Air Cleaners

Captures most in-home
contaminants, resulting
in cleaner indoor air, a
cleaner HVAC system,
longer furnace life
and a healthier living
environment.

Under Duct

For the practical,
budget-minded
consumer with a 90+
furnace, under duct
humidifiers will save
money. Units are
extremely efficient and
are easy to install.

HEPA Filtration

For optimal filtration,
features quality highefficiency filters,
German-engineered
motorized impellers, and
an easy maintenance
modular construction.

Make-Up Air
Control

Make-Up Air Controls
automatically deliver
controlled fresh air to
solve problems caused
by negative indoor
air pressure.

Mini UV Lights

Germicidal UV Lights
improve indoor air
quality by sterilizing
mold, bacteria, viruses,
and allergens from
the air

Skuttle Mfg. Co. 101 Margaret Street, Marietta, Ohio 45750
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Humidification 101: Why Humidify?
Many homeowners realize that they live in a “sick house” in winter months.
Proper home humidification reduces static
electricity, revitalizes dry skin and soothes
scratchy throats. It adds moisture to dry,
cracked furniture, and wilting houseplants.
It protects valuable artwork, antiques, and
musical instruments. It even saves money on
winter heating bills. That’s because properly
humidified air feels warmer, allowing you to
turn your thermostat down a few degrees.

Humidity and Relative Humidity
All air contains moisture, called humidity. It
is invisible, except when the air’s saturation
point is reached and the moisture condenses.
Then, we see humidity as steam, fog, rain,
or water droplets. The term relative humidity
[RH] refers to the percentage of water vapor
present in the air at a given temperature. For
example, at 50 percent RH, the air is holding
half of the moisture it’s capable of holding. The
air’s capacity to hold water decreases as the
temperature goes down, and increases as the
temperature goes up.
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How Temperature Affects Humidity
On a hot, humid day water droplets form on
the outside of a glass of ice water. The droplets
do not come from the water inside the glass.
Rather, the cold surface of the glass cools the
surrounding air and lowers its capacity to hold
water vapor. The excess moisture condenses on
the outside of the glass. Furnaces often create
the opposite effect in your customers’ homes.
On a crisp winter day, the weatherman may
report that the outside temperature is 30°F
with 90 percent humidity. When the air infiltrates
a home and is heated to 72°F, it expands to
four or five times its previous size. While the
amount of moisture remains the same, the
amount of humidity relative to the air volume
[the RH] is reduced from 90 percent to
approximately 19 percent. That’s why homes
are noticeably drier in winter, which damages
woodwork and valuable possessions, and
leaves residents feeling uncomfortable and,
in some instances, unhealthy.

House Ratings Defined
Tight House

Insulated walls and ceilings; vapor barriers;
weather stripping on doors and windows;
snug doors, windows and fireplace damper.
One-half air change per hour.

Average House

Insulated walls and ceilings; vapor barriers;
loose doors, windows and fireplace damper.
One air change per hour.

Loose House

No insulation, storm doors, storm windows,
weather stripping or vapor barriers.
Two air changes per hour.

Skuttle Indoor Air Quality Products • 101 Margaret Street • Marietta, OH 45750

Humidifier Sizing for Optimum Performance
Calculate your home’s cubic footage for proper humidification.

Since many of today’s homes feature high or
vaulted ceilings, air volume can be increased
by 30-to-60 percent over traditional homes
with 8-foot ceilings.

This formula does not take into account
number of occupants, exhaust fans, outside
air supplied, use of a fireplace, HRV (heat
recovery ventilator) units, etc.

Calculate a home’s cubic
footage:

By cross-referencing cubic footage and gallons
per day with type of heating unit in the Skuttle
Humidifier Capabilities Comparison Chart
(below), humidifiers that should be considered
for the home in question are identified by type
and model. To narrow the options further, it is
important to estimate where the house falls on
the Loose – Tight cubic footage range for the
humidifiers selected.

length x width x average ceiling height

Using this formula to calculate the total area
of a 40 x 50 foot home with 8-foot ceilings,
total cubic feet (CF) can be determined:
40 x 50 = 2,000 x 8 = 16,000

In this case, humidification for a 2,000 square
foot home must be adequate for an area of
16,000cf.

Calculate a humidification
output: Use this formula to calculate
humidification
output required:

CF x 6.615 / 7000 = GPD (Gallons per Day)

Example:
16,000 CF x 6.615 = 105,840 / 7,000 = 15.12 GPD

Humidifiers should not be oversized, although
they are frequently undersized. The humidistat
(included with all Skuttle humidifiers), in
conjunction with the humidifier’s built-in volume
limitations, is designed to prevent excessive
humidification. Installing a humidifier (other
than steam) that will generate enough humidity
while the furnace blower is on will satisfy the
cubic-foot requirements of the home.

Skuttle Humidifier Capabilities Comparison Chart
Humidifier Type
Hi-Cap Bypass
Hi-Cap Bypass
Hi-Cap Fan-Pwrd
Under Duct
Hi-Cap Steam
Hi-Cap Steam
Hi-Cap Steam
Drum Bypass
Drum Bypass
Under Duct
Spray

Model
Flow-Thru 2000
Flow-Thru 2001
Flow-Thru 2002
Flow-Thru 55UD
F60-1*
F60-2*
60-BC1
90-SH1
190-SH1
Drum 86-UD
592

Furnace Type
Warm Air
Warm Air
Warm Air
Ht Pump & Hi-Eff
Ht Pump & Hi-Eff
Ht Pump & Hi-Eff
(No ductwork use)
Warm Air
Warm Air
Ht Pump & Hi-Eff
Warm Air

Gals/Day
14
18
19
20
13
17
13
17
17
18
ADJ

Cu Ft Range**
12,174 - 26,667
15,652 - 34,286
16,522 - 36,190
17,391 - 38,095
11,304 - 24,762
14,783 - 32,381
11,304 - 24,762
14,783 - 32,381
14,783 - 32,381
14,783 - 32,381
ADJ

* Includes Flushing Timer ** Calculations formula in ARI 610 for Loose-Tight Homes
skuttle.com • 888-SKUTTLE • customerservice@skuttle.com
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2000 Flow-Thru Humidifier
By-Pass Flow-Thru Humidifier

Efficient, Effective and Easy to Maintain!

Model 2000 Product Features
Skuttle’s high-capacity Flow-Thru
Humidifiers are designed to accommodate
today’s narrower ductwork, lower
furnace temperatures and shorter
blower cycles. This compact humidifier
enables you and your family to enjoy
the benefits of healthful, humidified air
which results in reduced static, prevents
wood from cracking and provides a
more comfortable environment. Proper
humidity will also lower your electric bill.

• Low profile makes units ideal for limited space.
• Shut-off damper reduces airflow in summer

allowing air conditioner to run more efficiently
and economically.

• Great for homes with hard water.
• Easy seasonal maintenance (takes 30 seconds)
• Thermoplastic cabinet resists rust, corrosion and
warpage.

8
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Model 2000 Flow-Thru

Moisture Output Capacity
Temp (Warm Air Duct)

Lbs/Hour

Gal/Day

120oF

4.87

14.0

110oF

4.35

12.5

100oF

4.00

11.5

• Compact width fits plenums as

narrow as 10” and can be modified
to fit 8” plenums

• Reversible side panels permit left
or right side bypass installation

• Stainless steel orifice won’t break
and cleans easily

Specifications
Dimensions.................13-1/2”H x 12-1/2”W x 9-5/8”D
Plenum Opening....................................... 10”H x 9”W
Bypass Opening .............6” dia. (tubing not supplied)
Solenoid.......................................................... 24 VAC
Water Supply Tubing ..1/4” OD copper (not supplied)
Water Drain Tubing ...................1/2” ID (not supplied)

• Internal solenoid protected from
damage

• Barbed drain fitting prevents hose
from slipping

• Superior patented wicking and

water distribution system
accommodates non-level plenums

Evaporator Pad........... 11-1/2”H x 9-7/8”W x 1-9/16”D
U.S. Patent Nos. ................. 5,851,444 and 5,932,148

Home/Humidifier Sizing Range
Model

Tight House

Loose House

Square Feet

3,333

1,522

Cubic Feet

26,667

12,174

NOTE: Ratings and calculations are in compliance
with ARI Formula 610.

How Flow-Thru Humidifiers Work

When the indoor humidity level drops below the preselected level, a switch inside the humidifier causes
fresh water to flow across a porous evaporator pad,
where it is exposed to warm, dry air forced through
the humidifier by the furnace blower. As the water
evaporates, the heating system circulates humidified
air throughout the home.

IMPORTANT!
Skuttle manual
humidistat is
included. Optional
Digital Humidistat
is available
Skuttle A50 Relay
When installing a Model 2000 on a
system with a multi-speed blower
motor or operating
voltage other
than 120 volts
AC, it is strongly
recommended that the unit be wired
with a Skuttle A50 Relay to prevent
transformer failure

Skuttle Mfg. Co. 101 Margaret Street, Marietta, Ohio 45750
Phone: 888.SKUTTLE I Fax: 740.373.9565 (f) I customerservice@skuttle.com

www.skuttle.com

Made in the U.S.A.
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Pad Replacement No........................... A04-1725-052

2001 Flow-Thru Humidifier
By-Pass Flow-Thru Humidifier

Efficient, Effective and Easy to Maintain!

Model 2001 Product Features
Skuttle’s high-capacity Flow-Thru Humidifiers
are designed to accommodate today’s narrower
ductwork, lower furnace temperatures and
shorter blower cycles. This compact humidifier
enables you and your family to enjoy the benefits
of healthful, humidified air which results in reduced
static, prevents wood from cracking and provides
a more comfortable environment. Proper humidity
will also lower your electric bill.

• Model 2001 is perfect for larger homes.
• Low profile makes units ideal where space
is limited.

• The summer shutoff damper on bypass units
increases efficiency and saves energy.

• Flow-Thrus do not produce harmful contaminants,
nor do they release them into the air.

• Great for homes with hard water.
• Easy seasonal maintenance (takes 30 seconds)
• Thermoplastic cabinet resists rust, corrosion and warpage.

10 10
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Model 2001 Flow-Thru

Moisture Output Capacity
Temp (Warm Air Duct)

Lbs/Hour

Gal/Day

120oF

6.26

18.5

110oF

5.74

16.5

100oF

5.22

15.0

Specifications

narrow as 14”

• Reversible side panels permit left
or right side bypass installation

• Stainless steel orifice won’t break
and cleans easily

• Internal solenoid protected from

Plenum Opening ........................16-5/8”H x 10-5/8”W
Bypass Opening .............6” dia. (tubing not supplied)
Solenoid ......................................................... 24 VAC
Water Supply Tubing ..1/4” OD copper (not supplied)
Water Drain Tubing ...................1/2” ID (not supplied)
Evaporator Pad ..........16-5/8”H x 9-7/8”W x 1-9/16”D
Pad Replacement ......................... No. A04-1725-051

Home/Humidifier Sizing Range
Tight House

Loose House

Square Feet

4,286

1,957

Cubic Feet

34,286

15,652

NOTE: Ratings and calculations are in compliance
with ARI Formula 610.

How Flow-Thru Humidifiers Work

When the indoor humidity level drops below the preselected level, a switch inside the humidifier causes
fresh water to flow across a porous evaporator pad,
where it is exposed to warm, dry air forced through
the humidifier by the furnace blower. As the water
evaporates, the heating system circulates humidified
air throughout the home.

damage

• Barbed drain fitting prevents hose
from slipping

• Superior patented wicking and

water distribution system
accommodates non-level plenums

IMPORTANT!
Skuttle manual
humidistat is
included. Optional
Digital Humidistat
is available

Skuttle A50 Relay
When installing a Model 2001
on a system with a
multi-speed blower
motor or operating
voltage other than 120
volts AC, it is strongly recommended
that the unit be wired with a Skuttle
A50 Relay to prevent transformer
failure.

Skuttle Mfg. Co. 101 Margaret Street, Marietta, Ohio 45750
Phone: 888.SKUTTLE I Fax: 740.373.9565 (f) I customerservice@skuttle.com
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Dimensions ................18-5/8”H x 13-3/4”W x 9-5/8”D

Model

• Compact width fits plenums as

2002 Flow-Thru Humidifier
Fan-Powered, Flow-Thru Humidifier

Efficient, Effective and Easy to Maintain!

Model 2002 Product Features
Skuttle’s high-capacity Flow-Thru Humidifiers
are designed to accommodate today’s narrower
ductwork, lower furnace temperatures and
shorter blower cycles. This compact humidifier
enables you and your family to enjoy the benefits
of healthful, humidified air which results in
reduced static, prevents wood from cracking
and provides a more comfortable environment.
Proper humidity will also lower your electric bill.

• Designed for homes with limited space and
no room for bypass.

• Low profile makes units ideal where space is limited
• Shut-off damper reduces airflow in summer

allowing air conditioner to run more efficiently and
economically.

• Great for homes with hard water.
• Easy seasonal maintenance (takes 30 seconds)
• Thermoplastic cabinet resists rust, corrosion and
warpage.

12 12
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Model 2002 Flow-Thru

Moisture Output Capacity
Temp (Warm Air Duct)

• Ideal for installations where the

Lbs/Hour

Gal/Day

120oF

6.61

19.0

return air plenum is not easily
accessible

110oF

6.05

17.4

• Compact width fits plenums as

100oF

5.49

15.8

narrow as 14”

• Stainless steel orifice won’t break
and cleans easily

Specifications
Dimensions ................18-5/8”H x 13-3/4”W x 9-5/8”D
Plenum Opening.............. 16-5/8” high x 13-1/8” wide
Fan Motor....................................... 115 VAC, .7 Amps
Solenoid.......................................................... 24 VAC
Water Supply Tubing.... ¼” OD Copper [not supplied]
Water Drain Tubing...................... ½” ID [not supplied]

• Internal solenoid protected from
damage

• Barbed drain fitting prevents hose
from slipping

• Superior patented wicking and

water distribution system
accommodates non-level plenums

Evaporator Pad...........16-5/8”H x 9-7/8”W x 1-9/16”D
Pad Replacement No........................... A04-1725-051

IMPORTANT!

U.S. Patent Nos. ................. 5,851,444 and 5,932,148

Skuttle manual
humidistat is
included. Optional
Digital Humidistat
is available

Model

Tight House

Loose House

Square Feet

4,524

2,065

Cubic Feet

36,190

16,522

NOTE: Ratings and calculations are in compliance
with ARI Formula 610.

How Flow-Thru Humidifiers Work

When the indoor humidity level drops below the preselected level, a switch inside the humidifier causes
fresh water to flow across a porous evaporator pad,
where it is exposed to warm, dry air forced through
the humidifier by the furnace blower. As the water
evaporates, the heating system circulates humidified
air throughout the home.

Skuttle A50 Relay
When installing
Model 2002 on a system with a multispeed blower motor or operating
voltage other than
120 volts AC, it is
strongly recommended
that the unit be wired
with a Skuttle A50 Relay to prevent
transformer failure.

Skuttle Mfg. Co. 101 Margaret Street, Marietta, Ohio 45750
Phone: 888.SKUTTLE I Fax: 740.373.9565 (f) I customerservice@skuttle.com
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Made in the U.S.A.
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Home/Humidifier Sizing Range

F60 Steam Humidifier
High-Capacity Steam Humidifier

When Consistent, Stabilized Humidity is Desired

Model F60 Product Features
Skuttle Duct-Mounted Steam Humidifiers are the
best option when stabilized humidity is desired or
essential. They work well on all heating systems
with air movers, and are particularly effective on
furnaces that don’t operate long enough or generate
enough heat for other humidifiers to work efficiently.

• Does not produce harmful contaminants, nor
release them into the air.

• Safety control shutoff to prevent humidifier from
operating in the event of a furnace failure

• No canister or added replacement parts needed
for maintenance.

• Uses minimal water
• Stainless steel unit provides improved corrosion resistance
• Strong unit, hand-welded, Made in the USA
• Flushing Timer included

14 14
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120V and 240V Available

Model F60

Model

Lbs/Hour

Gal/Hour

Gal/Day

F60-1

4.5

0.54

13.0

F60-2

5.9

0.71

17.0

Specifications
Internal Heat Source
F60-1 .................................... 1.5 kw, 120V, 12.5 amps
incoloy sheathed element
F60-2 ...................................... 2.0 kw, 240V, 8.3 amps
incoloy sheathed element
Dimensions All Models ...6-7/8”H 11-7/8”W 12-1/2”D
Duct Opening All Models.........................10-1/2” x 8”

Home/Humidifier Sizing Range
Model

Tight House

Loose House

F60-1 @ 13 GPD

3,095 sf
24,762 cf

1,413 sf
11,304 cf

F60-2 @ 17 GPD

4,048 sf
32,381 cf

1,848 sf
14,783 cf

How Steam Humidifiers Work

Inside a Skuttle Steam Humidifier, a water
temperature sensing device operates the furnace
fan independently from your home’s heating system.
Because it has its own heat source, a steam unit will
effectively humidify your home regardless of the air
temperature.

Maintenance

Due to Steam Humidifiers’ internal complexity and
the danger of scalding, cleaning and servicing by a
qualified HVAC contractor is strongly recommended.

• Corrosion-resistant, low-water

cutoff switch and built-in overflow
protection

• Heating element decreases watt
density and reduces premature
burnout

• Mounting bracket serves as a fixed
template and creates a drawer-like
frame on the ductwork for easy
installation and service

• 3/8” barbed, brass overflow fitting
for fast, secure tubing installation

• Thermal fan interlock control

allows unit to provide humidity
independent of the furnace’s
heating cycle

• Single-piece service drain petcock
makes cleaning easy

IMPORTANT!
In hard water areas,
the addition of a
Skuttle Flushing
Timer helps keep the
unit clean and assures
that the unit contains fresh water
at all times.
Skuttle manual
humidistat is
included. Optional
Digital Humidistat is
available .

Skuttle Mfg. Co. 101 Margaret Street, Marietta, Ohio 45750
Phone: 888.SKUTTLE I Fax: 740.373.9565 (f) I customerservice@skuttle.com
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Moisture Output Capacity

60-BC1 Freestanding Steam
High-Capacity Freestanding Steam Humidifier

Ideal Choice When No Ductwork is Available

Model 60-BC1 Product Features
Skuttle also makes a freestanding steam humidifier for
use where no ductwork is available. It is an excellent
choice for homes with wine cellars, humidors and
musical instruments. Steam Humidifiers are the best
option when stabilized humidity is desired or essential.

• Self-contained fan allows unit to humidify air without
furnace heat

• Free-standing design permits flexible placement
or mounting

• Does not produce harmful contaminants,
nor release them into the air.

• No canister or added replacement parts
needed for maintenance.

• Uses minimal water
• Stainless steel unit provides improved
corrosion resistance

16 16

skuttle.com • 888-SKUTTLE • customerservice@skuttle.com

Model 60-BC1

Moisture Output Capacity
Model

Lbs/Hour

Gal/Hour

Gal/Day

60-BC1

4.5

0.54

13.0

• Corrosion-resistant, low-water

cutoff switch and built-in overflow
protection

• Heating element decreases watt
density and reduces premature
burnout

Specifications
Dimensions........................... 19”H x 13”W x 18-1/2”D
Blower CFM............................................................. 60
Internal Heat Source........... 1.7 kw, 120V, 14.0 amps
incoloy sheathed element

for fast, secure tubing installation

• Single-piece service drain petcock
makes cleaning easy

IMPORTANT!

Tight House

Loose House

Square Feet

3,095

1,413

Cubic Feet

24,762

11,304

How Steam Humidifiers Work

Inside a Skuttle Steam Humidifier, a water
temperature sensing device operates the furnace
fan independently from your home’s heating system.
Because it has its own heat source, a steam unit will
effectively humidify your home regardless of the air
temperature.

In hard water areas, the
addition of a Skuttle
Flushing Timer is
recommended. The
Flushing Timer helps
keep the unit clean and
assures that the unit contains fresh
water at all times.

Maintenance

Due to Steam Humidifiers’ internal
complexity and the danger of
scalding, cleaning and servicing by a
qualified HVAC contractor is strongly
recommended.

Skuttle Mfg. Co. 101 Margaret Street, Marietta, Ohio 45750
Phone: 888.SKUTTLE I Fax: 740.373.9565 (f) I customerservice@skuttle.com
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Made in the U.S.A.
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Home/Humidifier Sizing Range
Model

• 3/8” barbed, brass overflow fitting

55UD Flow-Thru Humidifier
Under-Duct Flow-Thru Humidifier with Manual Humidistat

Humidifier for Warm Air Furnaces and High-Efficiency Heating Systems

Model 55UD Product Features
Skuttle Under Duct Humidifiers are real workhorses
that perform well on heat pumps and high-efficiency
heating systems. In fact, they are superior to
plenum-mount flow-thrus on today’s 90-plus
furnaces.

18 18

•

Highest performing unit, perfect for large homes

•

Easy to maintain – unique mounting frame allows
easy removal from duct for cleaning
and servicing

•

Durable, corrosion-resistant
thermoplastic cabinet helps ensure
long life

•

Energy efficient technology uses minimal
electricity

•

Great in hard water applications

skuttle.com • 888-SKUTTLE • customerservice@skuttle.com

Lbs/Hour

Gal/Day

Model 55UD Under Duct
Flow-Thru Humidifier

120oF

6.95

20.0

• Mountable on horizontal ducts as

110oF

6.54

18.8

100oF

5.22

15.0

Moisture Output Capacity
Temp (Warm Air Duct)

Specifications

small as 12” wide and 8” high

• With normal maintenance, they
cause no airflow resistance.

IMPORTANT!

Dimensions/Reservoir..6-3/8”H x 15-1/4”W x 19-1/2”D
Extension into Duct...........................................7-5/8”
Extension below Duct.......................................6-3/8”
Duct Opening................................................. 12 x 16”
Minimum Duct Width............................................. 12”
Solenoid........................................................... 24VAC
Evaporator Pad............. 12 ¾”H x 10-7/8”W x 1-5/8”D
Pad Replacement No. ......................... A04-1725-045

For any system using
a multi-speed blower
motor, addition of an
A50 Interface Relay
is recommended.

Maintenance
The Model 55UD, along with its
connecting water valves, must be
turned OFF at the end of each
heating season.

Model

Tight House

Loose House

Square Feet

4,762

2,174

Cubic Feet

38,095

17,391
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Home/Humidifier Sizing Range

90/190/86 Drum Humidifiers
High-Capacity Drum Humidifier

Most Water-Conserving Whole-House Humidifier

Models 90/190/86 Product Features

Model 190-SH1

A Drum Humidifier’s output is controlled by the
humidistat, which monitors the home’s relative humidity
and activates or deactivates the unit accordingly. Inside
the humidifier, a rotating evaporator pad (or drum) lifts
water from the water pan into the air stream, which is
warmed and circulated by the furnace blower.
Because Skuttle Drum Humidifiers rely on forced
air, they are well suited for warm-air heating systems,
including gas, gas high-efficiency, electric, heat pump,
geothermal, solar and oil forced air systems.

• Perfect for homes where water conservation

Model 90-SH1

is important

• Models 190 and 86 are made of durable,

corrosion-resistant thermoplastic cabinets.

• Model 90 is constructed of stainless steel.
• Easy to maintain – unique mounting frame allows

easy removal from duct for cleaning and servicing

• Energy efficient technology uses minimal
water and electricity.

Model 86-UD
All models available with Flushing Timer.

20 20
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Models 90/190 Bypass

Model

Lbs/Hour

Gal/Hour

Gal/Day

86 @ 120oF

5.91		18.5

86 @ 110oF

5.46		15.7

86 @ 100oF

4.69		13.5

90

5.91

0.71

17.0

190

5.91

0.71

17.0

Model 90/190 Bypass Specifications
90 Dimensions.. 10-15/16”H x 10-3/4”W x 11-11/16”D
90 Plenum Opening........................6-5/8”H x 8-1/2”W
190 Dimensions........10-3/4”H x 10-3/4”W x 10-5/8”D
190 Plenum Opening............................7”H x 8-1/2”W
Bypass Opening/Tubing.......................... 6” diameter
Drum Motor....... 24 VAC, 3 watt, 1 RPM, bidirectional
Evaporator Pad...... 8-7/16”OD [6-11/16”ID] x 7-7/8”W
Pad Replacement................................ A04-1725-034

Model 86 Under Duct Specifications
Dimensions.................6-3/8”H x 15-1/4”W x 19-1/2”D
Extension into Duct...........................................3-1/4”
Extension below Duct.......................................6-3/8”
Duct Opening................................................ 12” x 16”
Minimum Duct Width............................................. 12”
Solenoid............. 24VAC, 3 watt, 1 RPM, bidirectional
Evaporator Pad........... 8-3/16”OD [6-11/16” ID] x 9”W
Evaporator Pad Replacement No. ..... A04-1725-050

Home/Humidifier Sizing Range
Model

Tight House

Loose House

Square Feet

4,048

1,848

Cubic Feet

32,381

14,783

• Unique snap-lock fittings and

reversible components permit
versatile installation

Model 86 Under Duct
• Mountable on horizontal ducts as
small as 12” wide and 8” high

IMPORTANT!
For any system
using a multispeed blower
motor, addition of an A50 Interface
Relay is recommended.
In hard water areas, the
addition of a Skuttle
Flushing Timer is
recommended. The
Flushing Timer helps
keep the unit clean and
assures that the unit contains fresh
water at all times.

Maintenance

Although Skuttle Drum units
require more maintenance than
other humidifier types, they are
designed for easy cleaning and pad
replacement by either the homeowner
or servicing contractor. At a minimum,
the humidifier and pad need to
be cleaned at the end of every
humidifying season. Mineral buildup
on the pad may necessitate midseason cleaning, as well.
The humidifier and the connecting
water valve must be turned OFF at
the end of each heating season.
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Moisture Output Capacity

592 Spray Humidifier
Central System Spray Humidifier

For Use in Specialized Applications Only!

Model 592 Product Features
Skuttle’s central-system Spray Humidifier,
Skuttle Model 592, is specially designed for
fossil fuel furnaces. The unit measures just
6-1/2 in. (16.51 cm) wide, 5-5/8 in. (14.29 cm)
high and 3 in. (7.62 cm) deep. Spray Humidifiers
should be used only in regions where the water
is naturally soft.

22 22

•

Durable, stainless steel atomizing nozzles
allow customized humidification and are
easy to maintain

•

In-line water filter provides dependable,
long-term operation

•

Green light indicates when unit is operating

•

Uses minimal water and electricity,
making it economical to operate and
environmentally friendly.
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Specifications
Dimensions........................... 4-1/2”H x 6-1/2”W x 3”D

Model 592
Spray Humidifier
•

Water hardness must be 7 grains
or less

•

Water pressure must be 40 PSI or
greater

•

There must be 6 feet of straight,
unimpeded ductwork after the
spray nozzle

Activated by the humidistat (which monitors
the home’s relative humidity), the Skuttle Spray
Humidifier releases a fine mist into the heating
system’s ductwork, where it is distributed evenly
throughout the home by the furnace blower. A green
light indicates when the unit is operating. Three
sizes of stainless steel atomizing nozzles allow
your contractor to customize the humidifier to your
home’s cubic footage and water pressure.

•

There must be no dead air
space in the ductwork within 6
feet of the spray nozzle, where
unevaporated water can collect

•

Copper catch basin collects
afterflow

•

Installs on ductwork a small as
12” x 12”

Maintenance

IMPORTANT!

To ensure continuous, trouble-free operation of the
humidifier, the spray nozzle should be replaced and
the inline water filter cleaned at the end of each
heating season. This can be done by either the
homeowner or an HVAC technician. The humidifier
and the connecting water valve must be turned OFF
at the end of each heating season.

Installation of an A50
Interface Relay is
recommended
to ensure blower
operation during
humidifier cycle.

Plenum Opening............................... 4: high x 5: wide
Extension into Plenum.2-3/8” past mounting surface
Solenoid Valve.......24 volt, 6 watt, brass construction
Standard Nozzle Size................................. 0.50 GPH

How Spray Humidifiers Work

Spray Nozzle Selection Chart
Nozzle
Size

1106-017
1106-018*
1106-019

0.37
0.50
0.75

40 PSI
60 PSI
80 PSI
100 PSI
120 PSI
GPH GPD GPH GPD GPH GPD GPH GPD GPH GPD
0.37 8.88 0.46 11.04 0.53 12.72 0.59 14.16 0.65 15.60
0.50 12.00 0.61 14.64 0.71 17.04 0.79 18.96 0.86 20.64
0.75 18.00 0.92 22.08 1.05 25.20 1.18 28.32 1.30 31.20

* Standard Equipment

GPH = Gallons per Hour

GPD = Gallons per Day
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Part No.

High Capacity Air Cleaners
Filters Airborne Pollutants and Contaminants

High Efficiency, High-Capacity Filtration

Air Cleaner Product Features
Skuttle duct-mounted air cleaners capture most
in-home contaminants in a longer-lasting,
deep-pleated filter. This results in cleaner indoor
air, a cleaner HVAC system, longer furnace life,
significant cost savings over time, and a healthier
living environment. Because it has more pleats
and deeper pleats than many popular brands,
Skuttle media traps more in-home pollutants to
help families breathe easier year round.

• Four standard sizes and two filtration options
• A sturdy, 20-gauge, zinc-coated steel cabinet
backed by a 10-year warranty

• A tough, stylish thermoplastic door to
dress up any installation

• A reminder dial to tell homeowners when it’s time
to check the media for possible replacement

• Pre-punched access and drill holes in the frame
for faster, easier installation

24 24

Also available, Skuttle’s MERV 11
filter media captures in-home
contaminants as small as
ONE MICRON.
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To make effective filtration available to more homeowners, Skuttle Indoor Air Quality Products’
high-efficiency air cleaners are available in four popular sizes:

DB-25-16

Capacity:
600-1200 CFM
Media Size:
15 3/4” H x 24 1/4” W x
4 7/8” D

DB-25-20

Capacity:
800-2000 CFM
Media Size:
19 3/4” H x 24 1/4” W x
4 7/8” D

DB-20-20

Capacity:
600-1200 CFM
Media Size:
19 3/4” H x 20 3/4” W x
4 7/8” D

DB-20-16

Capacity:
600-1200 CFM
Media Size:
15 3/4” H x 20 3/4” W x
4 7/8” D

Resistance

Inches

Resistance

Inches

Resistance

Inches

Resistance

Inches

CFM

W.C.

CFM

W.C.

CFM

W.C.

CFM

W.C.

600

.06

600

.06

600

.06

800

800

.11

800

.11

1000

.16

1000

.16

1200

.21

1200

.21

800

.075

1000

.095

.11

1200

.115

1400

.140

1000

.16

1600

.167

1200

.21

1800

.200

2000

.240

Installation Options
Skuttle High-Efficiency Air
Cleaners can be installed in
a variety of situations.
Skuttle High-Efficiency
Air Cleaners must be
installed in an area of the
duct that precedes the
blower compartment and,
if possible, in front of the
cooling coils.

Inline

Horizontal

The filter cartridge must
occasionally be replaced,
requiring at least 21 to 24
-1/2 inches of clearance,
depending on the model.

Up-Flow

Closet
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Phone: 888.SKUTTLE I Fax: 740.373.9565 (f) I customerservice@skuttle.com

www.skuttle.com

Made in the U.S.A.

25

LIT-F-DB / 04_2018

Side

HP500 HEPA Filtration System
High efficiency, high quality and easy to install!

Improved Indoor Air Quality for the Whole House

Model HP500 Product Features

Removes harmful microscopic air particles from
your home. The HEPA media is HEPA certified
and tested to be 99.97% effective at filtering fine
particles down to 0.3 microns. It is made of very
thin, densely packed micro glass fibres.
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•

Controls, smoke, pollen, dust, dust-mite
dander and other organic and inorganic
particulates.

•

Ducting flairsTM for easy installation

•

2-speed backward curve motorized impeller.

•

Insulated cabinet for quiet operation.

•

HEPA Filter lasts up to two years with
normal use.
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Specifications
Size.................................... (L x W x H) 13” x 17” x 22”
Performance......................................... 200/300 CFM
HEPA Filter size............... (L x W x H) 12” x 16” x 2.5”
HEPA Filter type........................................micro-glass
HEPA Filter life................................................ 2 years
Pre-Filter size...................... (L x W x H) 12” x 16” x 2”
Pre-Filter type.................................................... paper
Pre-Filter life................................................ 6 months
Carbon Filter size............ (L x W x H) 12” x 16” x 5/8”
Carbon Filter type...................................... media pad
Carbon Filter life.......................................... 6 months
Voltage............................................ 120 VAC @ 60 Hz
Amperage............................................................ 1.5 A
Power Consumption..............112 W Low 140 W High
Certification.................................................. CCSAUS

Unit with optional collar mount kit.

Optional Accessory for
Model HP500
CMK500 Collar Mount Kit Includes:
• Two 8 inch plastic collars
• Mounting hardware
• Installation, operation and
maintenance manual

Installation Views
Return Plenum Installation

Maintenance

Return Plenum & Stand Alone

Installation with Collar Mount Kit
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Maintaining the Skuttle HEPA Filter is a breeze with
this modular construction. The Pre-filter/Carbon
Filter and the HEPA Filter are assembled in a sealed
modular casing that is designed so the filters can
be individually removed for easy maintenance and
cleaning. The motor and electrical box are mounted
in a galvanized steel module that is easily removable
for cleaning purposes.

216 Make-Up Air Control
Self-Adjusting Make-Up Air Control

Give Your Tight Home a Breath of Fresh Air Year-Round

Model 216 Product Features
This self-adjusting unit helps provides fresh air
in conventional forced air heating systems up to
250,000 BTUs.

• Combats interior air pollution created by today’s
tightly constructed homes.

• Reduces drafts and uncontrolled air infiltration to
provide year-round comfort.

• Improves furnace efficiency by providing proper
air for combustion.

• 100 percent self-adjusting; uses no electricity
• Durable, corrosion-resistant, stainless steel
construction ensures long life.

• Appropriate for all warm-air heating systems.
• Two sizes available

28 28
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Fresh Air Intake [Model 216-1]................ 6” diameter
Fresh Air Intake [Model 216-2]................ 4” diameter

Fresh Air Supply with 4” Intake
@ .05 static pressure 74 cubic ft./min.*
@ .10 static pressure 104 cubic ft./min.*
* Expressed in inches of water column

NOTE: Model 216-2 comes with a 4” intake hood and
a 6” to 4” reducer.

How Make-Up Air
Controls Work
The Skuttle Model 216 Self-Adjusting
Make-Up Air Control is installed
on the return air plenum of the
furnace. Six-inch insulated flex duct
connects the Make-Up Air control to a
screened, fresh air inlet mounted on
the outside of the home.
When the furnace blower operates,
the damper in the Make-Up Air
Control opens, automatically pulling
the outside air into the furnace. The
air is cleaned by the filter, heated or
cooled, and circulated through the
duct system. As a result, a slight
pressure builds up in the home,
preventing unwanted air infiltration
around windows and doors.
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Specifications

216M Make-Up Air Control
Motorized Make-Up Air Control

Give Your Tight Home a Breath of Fresh Air Year-Round

Model 216M Product Features
The fresh air ventilation system is designed to
introduce fresh air into a building through an
intake damper controlled by a micro-processor
logic panel. The 216M has single adjustment
setup, exhaust fan control option, outdoor
temperature and/or humidity limit option and
damper override capabilities.

• Fights indoor air pollution problems created
by today’s tightly constructed homes.

• Durable, corrosion-resistant, stainless steel
construction provides years of reliable
service.

• Easy-to-install and meets ASHRAE
62.2 standard.

• Comes with a 20VA transformer.
• Round 6” Damper
• VCS Control panel is available separately.

30 30
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Specifications
Mounting... Aluminum back plate with mounting holes
Panel Dimensions.......... 8.00” H x 6.00” W x 1.50” D
Coverage.......................................... 1,500 – 4,000 ft2
Adjustable Ventilation Schedule........1 – 60 minutes
Ventilation CFM Range........................ 40 – 150 CFM
Power Requirement......................................... 24VAC
Damper Requirement...........................24VAC, 10VA,
power open/spring close actuator

Model 216M
Make-Up Air Control
• Micro-controller logic panel
• Status LEDs
• Single adjustment setup
• “Damper Closed” override switch
• Exhaust fan control options
• Remote damper override options
• Outdoor temperature and humidity

How Make-Up Air Controls Work

The Skuttle Model 216M Self-Adjusting Make-Up
Air Control is installed on the return air plenum of
the furnace. Six-inch insulated flex duct connects
the Make-Up Air control to a screened, fresh air inlet
mounted on the outside of the home.

override option

• Optional On Demand CO2 gas
detection

When the furnace blower operates, the damper in
the Make-Up Air Control opens, automatically pulling
the outside air into the furnace. The air is cleaned by
the filter, heated or cooled, and circulated through
the duct system. As a result, a slight pressure builds
up in the home, preventing unwanted air infiltration
around windows and doors.
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VCS Panel Included with Model 216M

218M Make-Up Air Control
Motorized Make-Up Air Control

Give Your Tight Home a Breath of Fresh Air Year-Round

Model 218M Product Features
The fresh air ventilation system is designed to
introduce fresh air into a building through an intake
damper controlled by a micro-processor logic panel.
The 218M has single adjustment setup,
exhaust fan control option, outdoor
temperature and/or humidity limit option
and damper override capabilities.

• Fights indoor air pollution problems

created by today’s tightly constructed
homes.

• Durable, corrosion-resistant, stainless

steel construction provides years of reliable
service.

• Easy-to-install and meets ASHRAE
62.2 standard.

• Comes with a 20VA transformer.
• Round 8” Damper
• VCS Control panel is available separately.

32 32
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Specifications
Mounting... Aluminum back plate with mounting holes
Panel Dimensions.......... 8.00” H x 6.00” W x 1.50” D
Coverage.......................................... 1,500 – 4,000 ft2
Adjustable Ventilation Schedule........1 – 60 minutes
Ventilation CFM Range........................ 40 – 150 CFM
Power Requirement......................................... 24VAC
Damper Requirement...........................24VAC, 10VA,
power open/spring close actuator

Model 218M
Make-Up Air Control
• Micro-controller logic panel
• Status LEDs
• Single adjustment setup
• “Damper Closed” override switch
• Exhaust fan control options
• Remote damper override options
• Outdoor temperature and humidity

How Make-Up Air Controls Work

The Skuttle Model 218M Self-Adjusting Make-Up
Air Control is installed on the return air plenum of
the furnace. Six-inch insulated flex duct connects
the Make-Up Air control to a screened, fresh air inlet
mounted on the outside of the home.

override option

• Optional On Demand CO2 gas
detection

When the furnace blower operates, the damper in
the Make-Up Air Control opens, automatically pulling
the outside air into the furnace. The air is cleaned by
the filter, heated or cooled, and circulated through
the duct system. As a result, a slight pressure builds
up in the home, preventing unwanted air infiltration
around windows and doors.
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VCS Panel Included with Model 218M

D-28-6 Air Diffuser
Make-Up Air and Combustion Air Diffuser

Supplies Combustion Air for Fuel-Burning Appliances

Model D-28-6 Product Features
The Skuttle Make-Up Air and Combustion Air
Diffuser supplies supplementary combustion air to
appliances [furnaces, dryers, etc.] with inadequate
combustion air sources.

• Works in any home as a fresh air supply
• Reduces drafts caused by poor air flow
• Aids in reducing indoor air pollution by
replacing exhausted air

• Traps cold air entering the home
• Provides combustion air when other
methods do not supply sufficient air

34 34
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Model D-28-6 Air Diffuser

Specifications
Fresh Air Inlet........................................... 6″ diameter
Includes 6” screened outside hood

How Air Diffusers Work
Generally installed 12 inches from the appliance’s
combustion air intake, the Diffuser connects to a
6-inch insulated duct, which in turn, connects to a
screened, fresh air inlet mounted on the home’s
exterior.
As the colder, heavier outside air enters the Diffuser,
the unit acts as a check valve or cold air trap,
automatically diffusing auxiliary combustion air into
the area around the appliance.
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Supplies Combustion Air

High Capacity Air Filters
Filters Airborne Pollutants and Contaminants

More Surface Area than Other Major Brands

Air Filter Product Features
The smallest contaminants of a single micron
or less make up about 99% of the particles
circulating throughout a typical home.
Skuttle provides two options for filter media,
MERV 8 for most homes and MERV 11 where
finer filtration of airborne pollutants is needed for
health reasons or to offset environmental factors.

• Designed to provide high-level air filtration in
today’s energy-efficient homes

• Filter cartridges slide in and out for quick, easy
replacement.

• Deep-pleated, fluffier filter, which traps far more
particulates over a longer period than standard,
flat-filter designs.

• Gasket ensures a tight fit.

36 36
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Filtration Options: MERV 8 and MERV 11 Air Cleaner Media

Minimum Efficiency Reporting Value (MERV) is an
• Under standardized testing,
international industry standard. It places a numeric value
Skuttle’s MERV 8 high-efficiency
on filter media efficiency based on its ability to capture
filter media will capture and hold
and hold dirt and dust particles of specific sizes.
84.9% of airborne contaminants
and pollutants ranging between 3.0
MERV 8 High Efficiency Air Cleaner Specifications
and 10.0 microns in size.
Model

Unit Size

Media Size

Ship Wt

448-1

25” x 16” x 5” 24-1/4” x 15-3/4” x 4-7/8”

8 lbs

448-2

25” x 20” x 5” 24-1/4” x 19-3/4” x 4-7/8”

10 lbs

448-3

20” x 20” x 5” 20-3/4” x 19-3/4” x 4-7/8”

9 lbs

448-4

20” x 16” x 5” 20-3/4” x 15-3/4” x 4-7/8”

7 lbs

MERV 11 High Efficiency Air Cleaner Media
448-5

25” x 16” x 5” 24-1/4” x 15-3/4” x 4-7/8”

9 lbs

448-6

25” x 20” x 5” 24-1/4” x 19-3/4” x 4-7/8”

11 lbs

448-7

20” x 20” x 5” 20-3/4” x 19-3/4” x 4-7/8”

10 lbs

448-8

20” x 16” x 5” 20-3/4” x 15-3/4” x 4-7/8”

8 lbs

• Skuttle’s MERV 11 high-efficiency

filter media stops particles in the 1.0
to 3.0 micron range, making it an
excellent choice for very high indoor
air quality. A single human hair is 20
- 40 microns.

• Skuttle filter media should be

replaced twice a year, ideally
between the heating and cooling
seasons.

Skuttle’s superior depth-loading filter design has 5,552
square inches of surface area — 2.25 times more
surface area than national brand H as shown in the
graph at the bottom of this page.

Square inches of filter media
(popular brands of 25x20 media)

SKUTTLE 5,552
Brand A

4,425

Brand B

3,230

Brand C

2,470

0
1,000
2,000
3,000
4,000
		
				Square Inches of Filter Media Material

5,000

Skuttle’s superior depth-loading
design captures more airborne
particles and lasts longer than the
competition.
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Skuttle’s superior depth-loading design simply traps more household pollutants!

Germicidal Mini UV Light

For Mini-Split Systems and Other Limited-Space Applications

Mini UV Product Features
Mini-split systems are becoming more and more
popular worldwide. Unfortunately they are, like all
mini-split systems, prone to internal mold growth.
Mold growth robs efficiency and can be a health
risk as well. In addition, a wide variety of airborne
biological contaminants such as germs, viruses,
pollen, and allergens, breed in or are spread
by the air system. Until now UV light
disinfection systems were too large for
mini-splits. The solution is Mini UV.

• Proven effective at sterilizing mold

and other biological contaminants.

• Kills the mold and reduces the
need for system maintenance.

• Improves indoor air quality by sterilizing mold,

bacteria, viruses, and allergens from the air as it
cycles through the central air system.

• Mini UV™ lamps are protected by a Teflon® sleeve
to contain damage if the lamp is broken.
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Specifications

Model Mini UV

UV Lamp............254 nm UVC, 10 µW/cm2@ 1 Meter,
5 mA current,4 Watts
Dimensions.......................... UV lamps: 9”L x 0.4”Dia.
Power Supply........................... 6”L x 1.5”W x 1.125”H
Weight................................................................ 0.5 lb.
Electrical........ 120 or 208-230 VAC hard-wired power
supply both 50 / 60 Hz, 0.1 amps

• Fits mini-splits & similar A/C
systems

• 2 Mini UV lamps only 9”L x 3/8”D
• 208-230 VAC power supply
• Low-intensity UV light is safe for
plastics

• Teflon® lamp sleeves for safety
• 1 year guaranteed lamp life
• 5 year warranty on all parts except
lamps

Mold growth on the blower wheel is a common problem in minisplit systems.

How Mini UV Works

For over a century scientists have known
about the germ-killing properties of UV-C
light. Because this frequency of light is
filtered out by the Earth’s atmosphere
microorganisms have no defense against
it. It works by scrambling their DNA which
prevents them from reproducing. UV-C
light works by penetrating the cell walls of
microorganisms and scrambling their DNA.
This prevents them from reproducing.
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Mini UV™ inhibits mold growth and extends the life of mini-splits.

Fresh Air VCS

Fresh Air Ventilation Control Panel

For Mini-Split AC Systems and Other Limited-Space Applications

Fresh Air VCS Product Features
The fresh air ventilation system is designed
to introduce fresh air into a building through
an intake damper controlled by a microprocessor logic panel. The Fresh Air VCS
has single adjustment setup, exhaust fan
control option, outdoor temperature and/or
humidity limit option and damper
override capabilities.

• Easy-to-install and meets ASHRAE 62.2
standard

• Comes with a 20VA transformer and
6” round damper

• Control panel is available separately
and can be ordered with additional
size dampers.
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Specifications

Model VCS

Mounting....................................Aluminum back plate
with mounting holes
Panel Dimensions.......... 8.00” H x 6.00” W x 1.50” D
Coverage.......................................... 1,500 – 4,000 ft2
Adjustable Ventilation Timer..............1 – 60 minutes
Ventilation CFM Range........................ 40 – 150 CFM
Power Requirement......................................... 24VAC
Damper Requirement......24VAC, 10VA, power open/
spring closed actuator

• Micro-controller logic panel

Warranty............................................................ 5-year

• Status LEDs
• Single adjustment setup
• “Damper Closed” override switch
• Meets ASHRAE Standard 62.2
• Exhaust fan control options
• Remote damper override options
• Outdoor temperature and humidity
override option

• Optional On Demand CO2 gas
detection

Skuttle Mfg. Co. 101 Margaret Street, Marietta, Ohio 45750
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Outdoor Thermostat
Sold Separately

Accessories
Current-Sensing Relay A50

Automatic Flushing Timer

• Activates or controls

• Provides flow-thru technology

electrically-activated
humidifiers, make-up
air controls, air
cleaners, zone
dampers, and more

• Multispeed blower to

coordinate operation of the
HVAC accessory with the furnace

• Engineered for safety – protective rubber

guard separates current-bearing wire from
steel bracket; does not invalidate existing
equipment warranty

• Easy to wire and install

for steam- and reservoir-type
humidifiers

• Automatically flushes the

humidifier water pan with fresh,
clean water every two hours

• Programmable to 10-, 20-, and

30-second flushes per cycle
reduces or eliminates servicing during the
humidification season

• Uses minimal electricity
• Reduces water usage by up to 98 percent
when compared to conventional flow-thru
humidifiers

• Quick and easy to install

Specifications
Dimensions......... 2-3/4”W x 1-5/16”H x 1-1/16”D
Technical.. 24 Volt circuit; max current load – 1 amp

Specifications
Dimensions....2-13/16”H x 2-13/16”W 2-13/16”D

Performance

Digital Humidistat
• Digitally provides

control of the
humidity in your home.

• Automatically adjusts

to changes in the
temperature outdoors
to reduce condensation
in your home.

FLUSH
TIME

WATER USED WATER USED
PER FLUSH
PER DAY

10-Second Flush

16 Ounces

1.5 Gallons

20-Second Flush

32 Ounces

3.0 Gallons

30-Second Flush

48 Ounces

4.5 Gallons

Above is based on laboratory tests conducted at
Skuttle Mfg. Co., completed in August 2005.
NOTE
Factory setting is for 10-second flushing cycle
every two hours.
NOTE
In areas where the domestic water supply contains
excessive chlorine, use of a chlorine removal filter
such as the Skuttle WF-10 Filter is suggested. This
will aid in the reduction of corrosion caused by high
chlorine content.
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Impact of Relative Humidity on Air Quality
Optimum
Zone

Bacteria

Viruses

Fungi

Mites

Respiratory
Infections*
Allergic
Rhinitis and
Asthma

Chemical
Interactions

Ozone
Production
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Percent Relative Humidity
This chart shows how carefully controlled home humidification improves air quality.
The narrowing blue wedges indicate reduced effectiveness of the corresponding
health-endangering conditions. Bacteria, for example, are lease effective in the
25-to-60 percent humidity range.
*Insufficient data above 50% relative humidity. Chart reprinted with permission of ASHRAE.
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